DRILL HOLEé

DRILL HOLES

DRILL HOLES

2004

June 1.

BORDER REV: DATE:

EXISTING SIGN | :  PROPOSED_SIGNS

16a , 16D

- R10-3(1) R10-3(1) ‘ R10-3(1) R10-3(1)
Bultard Circle & | < Bullard Circle 8" x 15" 9" x 15" 9" x 15" 9" x 15"
D3-2 PUSH BUTTON
(DUAL-FACED) SULLARD CIRCLE BULLARD CIRCLE
VARIABLE X 16" B o
17a 17b
Laird Street = | & Laird Street
D3-2

(DUAL-FACED)
VARIABLE X 16"

i

RELOCATED SIGN

15

MD 28 IS CONSIDERED TG RUN 18,20 23
IN AN EAST-WEST DIRECTION.
W MONTGOMERY AVE 24 BULLARD CIRCLE
(24"%12)
{PROPOSED )
M4-6
(24"%¥12)
{EXISTING}
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CONSTRUCTION DETAILS |

Install 10’ breckaway pedestal pole. relocated S1-1 sign, Countdown pedestrian signal head. and audible
pushbutton with pedestrian education sign as shown. (Note: 1-3", 90°poliyviny! _
chloride (Schedule 80) bend.) R :

Remove existing gedesfrtan signal head. pushbutton and pedestraln education sign.
(Note: Plug pushbutton hole). , _

Remove existing gedes+rtcn push button and pedestrian education stign.
(Note: Plug pushbutton hole).

Install Countdown pedestrian signal head. and audible pushbutton with pedestrian education sign as shown.

Install 5’ breakaway pedestal pole, _cu;td audible pushbutton with pedestrian
education sign as shown. (Note: 1-3", 90°polyvinyl chloride (Schedule 80) bend.)

Install audible pushbutton with pedestrain education sign.

Use exlsting cabinet and conirol ier# (Note: Montgomery County forces shall instail 2-wire Control Unit
into cabinet).

Remove existing pushbutton and pedestrain education sign. Plug pushbutton hole. Install Countdown
pedestrian signal head with audible pushbutton and pedestrain sign.

Install 3” polyviny! chloride electrical conduit (Schedule 80) (+renched).

Install 127 white. heat app!ied permanent preformed +hermoplastic pavement marking. (crosswaik)
Install 24” white. hedf app! led permanen+'préformed +hermoplastic pavement marking. (stopline)
Remove existing pavement markings (crosswalk). -

Remove existing pavement markings (stoplinel. |

Instal |l proposed paraliel handicapped ramp (Std. No. MD 655.32) wi+h detectable warning surface (Std. No. MD 655.40) .
Remove and replace brick stdewalk as necessary.

Install handicapped ramp with curb and detectable warning surface (Std. No. MD 655.40) as shown (Note: See Inset “A”).
Relocate existing ground mounted sign as shown.

Use existing handhole.

Use existing conduit.

Install 70’ of 5" solid white lane.

Install 130’ of & double yellow thermopiastic pavement marking. 0.
Remove existing pavement marking tarrow).

Remove ex!sﬂhg s!ghal head and !nsfcll LED signal head In same location.
(Note: Use existing wiring)

Remove ext'sﬂng pushbutton and pedestrain education sign. Plug-pushbutton hole. Install
Contdown Pedestrian signal head and audible pushbutton with pedestrain sign.

Install 6’ x 30’ loop detector encased in '+ flexible +ubing quadrupole type (3-6-3).
Install 17 liquid -'th-l-u-Flex!ble non-metailic electrical conduit (detector wire sleeve).
Existing Montgomery County coundults with 50-pair interconnect cable to remain.

Install M4-6 "END” sign onto existing sign post as shown.
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CONSTRUCTION DETAILS (CONT.)

EXISTING SIGNALS PROPOSED LED SIGNALS NEMA PHASING
11'13'14 1-—8 9!10'12 62 6
LED 16” -, ” LED 16° | . . - |
COUNTDOWN COUNTDOWN i _ I '
PEDESTRIAN . PEDESTRIAN 1 P _
SIGNAL HEAD , SIGNAL HEAD .
FLASHING
"oa M OPERATION
INSET “A
SCALE: 1“=10’
76 28 @8 ALT
PHASING NOTES:
1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSDCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
"RIGHT OF WAY LINE
RIGHT OF WAY LINE -
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GENERAL NOTES:

All underground utilities shown on these pians are schematic onl¥ and
H not be compiete. The contractor shall be responsible for notifying
MISS UTILITY” prior to construction so that ail utilities may be [ocated
in the fleld. If the contractor perceives that a conflict between the
utitities and the traffic signal will occur. the contractor shali notify
the project engineer immediately so that the confiict may be resolved.

All Traffic Signa! Foundations shall be installed at the Final Sidewalk
or Curd fode or closed sections. Highest Roadway Profile Grade for
sections. to meet clearances as specified in MD 816.03, MD 818.01,
) 818.02, and MD 818.04 The contractor shail verify ultimate grades -
prior to the instgilation of all signal equipment.

‘Al} pavement markings detalled are proposed and are +o be instalied in

accordance with SHA standards. All crosswalks shall be centered on

“handicap ramps or median cut throughs.

Pushbuttons are to be located so that they can be activated by a person
in @ wheelchair reaching less than 18" from g 60" x 60" level landing
areg with a cross sfope of less thon or equal to 2%

The 10 separation between pushbuttons Is to be measured from face of
pushbutton to face of pushbutton. not center to center of pole.

Pushbutton arrows are to be paraliel to the crossing for which they
are intended. ' -

Location of Accessible Pedestirian signal pushbuttons must meet location
requirements Of MUTCD Sec. 4E.09 and Fig. 4E.2 and the NCHRP publication.
Accessiblie Pedestrion signals: Guide to Best Practice. If not mets the
Contractor 1s 1o stop work on pushbutton locations until a design Waiver
is obtained. approved by the Director. Office of Traffic and Safety.

The contractor shall remove all unused wiring.

TOD NO:AT782-85

.SHA NO:MO574A5SR/BSR

'MD 28@LAIRD ST/BULLARD
CIR

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

Remove existing “TWLT” pavement marking -From Ldird Street 50’

prior +o Thomas Street.

Ff. Exlsting underground electrical service by PEPCO.
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MD 28 (W.MONTGOMERY AVE) AND.
LAIRD ST / BULLARD CIRCLE |
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